
BUBKS000000M

  

BUILD

CM 55x36xh32 kg 21,5 

sanitari sospesi/wall hung sanitary wares 

BUBKS000000MBI      bianco lucido/ shiny white

Bidet Build sospeso monoforo.
 

Build wall hung bidet 1 tap hole.  
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code

Azzurra sanitari in ceramica S.p.a.
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REGULATIONS:          EN 14528 /  EN35    /    Dop-15528

All the measurements respect the tolerances provided by the “AZZURRA QUALITY GUIDELINES”.

SCALE:  1:20SHEET FORMAT:  A4 REVISION:  02            

DESIGNER: OFFICINA AZZURRA

 DATE: 16/07/2019

TECHNICAL SHEET n°: 01 CODE: BUBKS000000M

* Regula�ons here shown are exclusively referred to ceramic items

Complementi/complements:

scala/scale  1:20  dimensioni/dimensions  in mm

 plt Italy pz. 12 - plt export pcs. 20 
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PILCE

Piletta con tappo in ceramica bianco lucido
free flow ceramic drainglossy white

kg  0,5 

Piletta automatica con troppo pieno

Authomatic waste system with over flow PILTR 

kg 0,5 

KIT 2000 C
Kit fissaggio a “elle” per vaso e bidet sospesi
“L” fixing kit for wall-hung wc and bidet

kg 0,4

Sifone a scomparsa per bidet sospeso
Concealed siphon for wall-hung bidet SF/R

*quota associata al montaggio del sifone a scomparsa SF/R
*measure combined in association with the SF/R hidden siphon

ISAC

Protezione antiurto e acustica 
per vaso e bidet sospesi
Shock absorption and acoustic protection 
for wall-hung wc and bidet

35Ø

45Ø


